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CHARACTERISTICS 
Two-component epoxy primer with strong adhesion to metal substrates and excellent corrosion resistance.  
It offers easy application, fast drying time and much better sanding properties than standard epoxy primers. It can 
be applied on metal substrates (steel, zinc-coated steel, aluminium), sanded e-coats and old or original paintwork. 
It can also be applied on or underneath knifing polyester putties. Designed to be used as a wet-on-wet or sandable 
primer.  
APPLICATION 
Sanding version 

Measure out the A+B+C mixture by volume: 2 parts of primer (A), 1 part of hardener (B) and 0-5 vol%.  

of thinner (C) of component A+B. Mix thoroughly. Apply with a spray gun (spray nozzle 1.6 mm) in 1-2 layers with  

5-10 minutes interval to evaporate solvents. The coating can be sanded with abrasive materials: P400-P500 dry. 

Wet on wet version 
Measure out the A+B+C mixture by volume: 2 parts of primer (A), 1 part of hardener (B) and 0-5 vol%.  
of thinner (C) of component A+B. Mix thoroughly. Apply with a spray gun (spray nozzle 1.3 mm) in 1 layer. Prior 
to application of 2K acrylic filler or topcoat, wait 30 minutes at 20oC. 

 

TECHNICAL DATA: 
VOC 2004/42/IIB(c)(540) max. 540g/l 
Primer CPG-02.156 
Shelf life: 12 months                     Density (20oC): 1.45-1.50 g/cm³          Colour: yellowish grey (approx. RAL 7032) 
Hardener CDL-04.107 
Shelf life: 12 months                     Density (20oC): 0.87-0.89 g/cm³          Colour: yellow/dark yellow 
Thinner standard CDL-07.002 
Shelf life: 24 months                     Density (20oC): 0.88-0.90 g/cm³          Colour: colourless 

 

MIXING RATIO 

 

 by volume by weight 

Primer (A) 2 100 g 

Hardener (B) 1 30 g 

Thinner (C) 0-5 vol.% on A+B 0-7 g 

SPRAYING VISCOSITY 

 
DIN cup 4 mm (20oC) 17-21 s 

APPLICATION and DRYING 

 
Application 

application method sanding version wet on wet 

nozzle 1.6 mm 1.3 mm 

pressure 
acc. to spray gun manufacturer’s 

recommendation 

number of layers 1-2 1 

flash-off time (20oC)  
between coats 

5-10 min N/A 
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flash-off time (20oC) 
before baking 

10 min N/A 

single dry layer thickness 40-60 µm 20-35 µm 

pot life (20oC) 3h 

Theoretical 
coverage 

5 - 6.5 m2/l for dry coating thickness 80-120 μm 

 

Drying 
time 

 sanding version wet on wet 

20oC 7h 30 min 

60oC 30 min N/A 

 

Dry sanding P400-P500 N/A 

 

NOTES 
Recommended application conditions: temperature 18-23oC, humidity 40-60%. Prior to application, allow the 
product to reach the recommended application temperature in a natural, unforced way (avoid rapid 
heating/cooling). Temperature of the product, the object being painted and ambient temperature should be 
approx. 20oC.  
The substrate must be clean, dry and free from grease. Pre-treatment: sand steel with P120, zinc-coated steel 
with P400 or red abrasive pad, aluminium with P280-P360 or red abrasive pad, e-coat with P240-P360 or red 
abrasive pad, original paintwork with P240-P360, polyester putties with P240 - P320. After sanding, clean again 
thoroughly with degreasing and cleaning agents.  
2K Epoxy primer can be coated with knifing polyester putties if cured 30 minutes at 60°C or at least 6 hours at 
room temperature.  
Do not apply 2K Epoxy primer over wash primers and one component acrylic products. It cannot be applied on or 
underneath spray polyester putties. 

 

STORAGE AND TRANSPORT 
Protect from frost, heat, sunlight and moisture. Store tightly closed in a dry and cool place. Recommended storage 
temperature: +10 to +30oC. 

 


